
 h  
Technical Product Data
Gravity Pipe Systems PN 1
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HOBAS Gravity Pipe Systems
Wide field of applications

Sewer systems

Jacking Retention systems

Sewers, storage systems, hydropower lines, industrial applications and many more: HOBAS Gravity Pipe Systems made of
glass fiber reinforced plastic (GRP) are used all around the world in numerous different fields of application. The roots of this
composite material's technology can be found in the automotive, aerospace and shipbuilding industry. HOBAS has been
producing GRP pipes since the 1950s. The material has been further developed over the years and is today available for
complex challenges for instance in the following fields of application:

Installation is not dependent on weather conditions

Very smooth inner surface (roughness Ʈ 0.01 mm) and outer surface

Non-sensitive to frost and high temperatures

Very low expansion coefficient

High UV resistance

High load capacity

High chemical resistance

Long lifetime

Deflection in coupling is possible

Numerous fittings available including shafts and manholes (seamless)

Simple handling and shortening on site

Homogenous wall structure through patented centrifugal casting process

High abrasion resistance

Little incrustations and sludge deposition

Corrosion resistance

Industrial pipe systems

Air pipe systems

Shafts and manholes

Bridge lines

Low weight and simple coupling technology decrease installation time

etc.

Relining with circular pipe systems

Relining with non-circular pipe systems

Features and advantages:
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Abbreviations:

ʰ

B1 de to product standard (EN 1796/EN 14364)

B2 de

B3 de

B4 de

BL

DC

de

DEC

DN

e

EPDM

FWC

GRP

L

LC

m

NBR

PN

R

SN

to GRP and casting standards

to GRP and PVC standards

to GRP and steel standards

Length

Coupling width

Mass

Nominal pressure

Radius

Nominal stiffness

Coupling external diameter

Nominal diameter

Pipe wall thickness

Filament Wound GRP Coupling with full-width rubber gasket
(EPDM, NBR on request)

Angle (bend, deflection)

Glass fiber reinforced plastic

Pipe length

GRP coupling with sealing rings

Pipe external diameter

Ethylene propylene diene monomer rubber

Nitrile butadiene rubber
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A01

A01

A02

A03

A03

A04

A05

A05

A05

A05

B01

B02

C01

C01

C02

C02

C02

C03

C03

C03

C04

C04

C05

C05

C06

C07

C08

C09

D01

D02

E01

E01

E02

E03

E03

F01

This version replaces all previous versions.

For all current data and values please visit our website www.hobas.com.

Screwed Saddles DN 700 - 1200

PI
PE

S

Gravity Pipes DN 150 - 1000

Gravity Pipes DN 1100 - 3600

Double Pipes

Relining Pipes DN 750 - 1500

Relining Pipes DN 1535 - 3600

NC Line (extract)

Jacking Pipes de 272 - 550

Jacking Pipes de 616 - 960

Jacking Pipes de 1026 - 1842

Jacking Pipes de 1937 - 3600

PI
PE

JO
IN

TS Special Couplings

Structural Adapters DN 150 - 1000

Standard Pipe Joints

Bends DN 150 - 1000

T-Pieces DN 1280/150 - 3600/650

T-Pieces DN 700/700 - 3600/1600

Y-Pieces DN 150/150 - 1200/650

Y-Pieces DN 1280/150 - 3600/650

Glued Saddles DN 200 - 400

Reducers

Loose Flanges GRP / Steel  PN 1

T-Pieces DN 150/150 - 1200/650

Y-Pieces DN 700/700 - 3600/1600

Bends DN 1100 - 3600

FI
TT

IN
G

S

Structural Adapters DN 1100 - 3600

Fixed Flanges GRP  PN 1

Material Data

Glued Saddles DN 500 - 1600

Tangential Manholes DN 1000 - 3600

Masonry Couplings DN 150 - 1000

Masonry Couplings DN 1100 - 3600

Blind Flanges GRP / Steel  PN 1

Screwed Saddles DN 300 - 700

Standard Manholes DN 1000 - 3600

Manhole Liner

M
A

N
H

O
LE

S
A

C
C

ES
S

O
R

IE
S
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de m e m e m e m e m e m e

[mm] [kg/m] [mm] [kg/m] [mm] [kg/m] [mm] [kg/m] [mm] [kg/m] [mm] [kg/m] [mm]

150 B2 168 5 5 6 6 6 6 6 6

200 B2 220 8 7 9 7 10 7 10 8

250 B2 272 13 8 14 9 14 9 15 9

300 B2 B4 324 18 9 20 10 20 10 21 11

350 B2 376 15 7 19 8 24 10 26 11 27 12 29 12

400 B3 401 17 7 21 9 26 11 29 12 30 12 32 13

400 B2 427 19 8 24 9 30 11 33 13 34 13 36 14

450 B2 478 22 8 27 9 34 11 38 13 39 13 42 14

500 B3 501 24 8 30 10 37 12 42 13 43 14 46 14

500 B2 530 27 8 33 10 41 12 47 14 48 14 51 15

550 - 550 29 9 36 11 45 13 51 15 52 15 55 16

600 B1 616 36 10 45 12 56 14 63 16 64 17 69 18

650 - 650 40 10 50 12 62 15 70 17 72 17 76 19

700 B1 718 48 11 60 13 75 17 85 19 87 19 93 20

750 - 752 53 11 66 14 82 17 93 19 95 20 102 21

800 B1 820 63 12 78 15 98 19 110 21 113 21 120 23

860 - 860 69 13 86 16 107 19 121 22 124 22 132 24

900 B1 924 79 14 99 17 124 21 139 23 142 24 152 26

960 - 960 86 14 107 18 133 22 150 24 153 25 164 27

1000 B1 1026 98 15 122 19 151 23 171 26 174 26 187 28

The standard pipe length is 6 m (+0/-60 mm).

DN

D
ia

m
et

er
se

ri
es

Wall thicknesses and masses are guidelines (plus tolerances).

Gravity Pipes DN 150 - 1000

SN 2500 SN 5000 SN 10000 SN 15000 SN 16000 SN 20000

The standard pipe length is 6 m. Shorter lengths are available on request.

A01
G

R
A

V
ITY

PIPES

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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de m e m e m e m e m e m e

[mm] [kg/m] [mm] [kg/m] [mm] [kg/m] [mm] [kg/m] [mm] [kg/m] [mm] [kg/m] [mm]

1100 - 1099 112 16 141 20 175 25 196 28 201 28 215 30

1200 B1 1229 140 18 174 22 216 27 244 31 249 31 267 34

1280 - 1280 152 19 189 23 236 28 265 32 270 33 289 35

1350 - 1348 169 20 210 24 262 30 294 34 300 34 321 37

1400 B1 1434 190 21 237 26 294 32 331 36 338 36 362 39

1500 - 1499 208 21 258 27 322 33 362 37 368 38 395 41

1535 - 1535 220 22 274 27 340 34 382 38 389 39 418 42

1600 B1 1638 249 23 312 29 387 36 434 41 443 41 475 44

1720 - 1720 274 25 343 31 425 38 478 42 491 44 522 46

1800 B1 1842 314 26 393 33 487 40 547 45 559 46 599 50

1940 - 1937 346 27 434 34 538 42 609 48 621 49 661 52

2000 B1 2047 386 29 484 36 600 45 675 50 688 51 738 55

2160 - 2160 432 31 539 38 667 47 750 53 765 54 821 58

2200 B1 2250 465 31 584 39 723 49 813 55 836 56 890 60

2400 - 2400 533 34 665 42 823 52 926 59 945 60 1012 64

2400 B1 2453 557 35 694 43 860 53 968 60 987 61 1059 66

2555 - 2555 604 36 752 45 932 55 1048 62 1069 64 1147 68

3000 - 2999 829 42 1033 52 1281 65 1440 73 1469 74 1575 80

3270 - 3270 932 46 1166 58 1472 73 1681 83 1715 85 1846 91

3600 - 3600 1189 50 1485 62 1840 77 2085 88 2127 89 2265 95

The standard pipe length is 6 m (+0/-60 mm).

DN

D
ia

m
et

er
se

ri
es

Wall thicknesses and masses are guidelines (plus tolerances).

Gravity Pipes DN 1100 - 3600

The standard pipe length is 6 m. Shorter lengths are available on request.

SN 2500 SN 5000 SN 10000 SN 15000 SN 16000 SN 20000

A01
G

R
A

V
ITY

PIPES

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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Outside diameter
Coupling outside

diameter
Outside diameter

Coupling outside
diameter

de1 DEC1 de2 DEC2

[mm] [mm] [mm] [mm]

200 / 300 220 239 324 343

250 / 350 272 291 376 394

300 / 400 324 343 427 445

350 / 450 376 394 478 496

400 / 500 427 445 530 548

500 / 600 530 548 616 635

600 / 700 616 635 718 736

700 / 800 718 736 820 841

800 / 900 820 841 924 944

900 / 1000 924 944 1026 1047

1000 / 1200 1026 1047 1229 1252

1100 / 1200 1099 1120 1229 1252

1200 / 1400 1229 1252 1434 1459

1280 / 1400 1280 1303 1434 1459

1348 / 1500 1348 1372 1499 1524

1400 / 1600 1434 1459 1638 1664

1500 / 1600 1499 1524 1638 1664

1500 / 1720 1535 1563 1720 1746

1600 / 1800 1638 1664 1842 1870

1720 / 1940 1720 1746 1937 1968

1800 / 2000 1842 1870 2047 2075

Wall thicknesses and weights are guidelines (plus tolerances).

The standard length is 6 m (+0/-60 mm).

Double Pipes

Double Pipe

Medium pipe (SN 10000) Host pipe (SN 10000)

HOBAS Pipes can be used as pipe-in-pipe systems in e.g. water protection areas or applications such as thermally
insulated bridge drainage. Possible combinations are shown in the table. For technical details, available designs and
recommendations for installation, please contact the HOBAS Application Engineering Department.

The standard pipe length is 6 m. Shorter lengths are available on request.

A02
G

R
A

V
ITY

PIPES

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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DN de Coupling m e Fmax* m e Fmax* m e Fmax* m e Fmax*
[mm] [kg/m] [mm] [kN] [kg/m] [mm] [kN] [kg/m] [mm] [kN] [kg/m] [mm] [kN]

750 752 stainless steel 106 20 1142

800 820 stainless steel 127 21 1428

860 860 stainless steel 139 23 1756

900 924 GRP 161 25 1641

900 924 stainless steel 161 25 2042

960 960 GRP 174 26 1795

960 960 stainless steel 174 26 2265

1000 1026 GRP 193 28 2238

1000 1026 stainless steel 180 23 1938 193 28 2726

1100 1099 GRP 207 27 2097 221 30 2600

1100 1099 stainless steel 185 23 2063 207 27 2740 221 30 3245

1200 1229 GRP 257 30 2709 281 34 3460

1200 1229 stainless steel 224 25 2677 257 30 3625 281 34 4377

1280 1280 GRP 284 32 3117 301 36 3899

1280 1280 stainless steel 242 27 3197 284 32 4183 301 36 4965

1350 1348 GRP 309 34 3600 335 37 4218

1350 1348 stainless steel 273 30 4053 309 34 4882 335 37 5501

1400 1434 GRP 310 32 3238 348 36 4119 376 39 4776

1400 1434 stainless steel 253 26 3383 310 32 4716 348 36 5598 376 39 6256

1500 1499 GRP 334 33 3525 383 38 4675 413 41 5362

1500 1499 stainless steel 275 27 3643 334 33 5037 383 38 6190 413 41 6878

* The allowable insertion force Fmax [kN] corresponds to a safety factor of 1.75 of the maximum force calculated.

Relining Pipes DN 750 - 1500

Allowable insertion force for pipes with flush couplings:

Wall thicknesses and pipe masses are minimum values or guidelines (plus tolerances).

SN 5000 SN 20000SN 10000 SN 16000

GRP sleeve Stainless steel coupling (FS)

Relining pipes are available with flush GRP sleeve or stainless steel coupling (FS). Alternatively, relining pipes can be supplied
as standard pipes with FWC Couplings, see A01. The standard pipe length is 6 m, shorter lengths are available on request.

A03

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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DN de Coupling m e Fmax* m e Fmax* m e Fmax* m e Fmax*
[mm] [kg/m] [mm] [kN] [kg/m] [mm] [kN] [kg/m] [mm] [kN] [kg/m] [mm] [kN]

1535 1535 GRP 282 27 2142 353 34 3809 404 39 4990 434 42 5695

1535 1535 stainless steel 282 27 2413 353 34 4083 404 39 5266 434 42 5971

1600 1638 GRP 322 29 2665 398 36 4440 452 41 5698 484 44 6448

1600 1638 stainless steel 322 29 3134 398 36 4910 452 41 6169 484 44 6921

1720 1720 GRP 361 31 2444 441 38 4307 509 44 5890 531 46 6415

1720 1720 stainless steel 361 31 3805 441 38 5668 509 44 7253 531 46 7779

1800 1842 GRP 412 33 3112 498 40 5108 571 46 6807 619 50 7933

1800 1842 stainless steel 412 33 4658 498 40 6657 571 46 8358 619 50 9485

1940 1937 GRP 447 34 2321 550 42 4726 639 49 6814 677 52 7704

1940 1937 stainless steel 447 34 5166 550 42 7572 639 49 9659 677 52 10549

2000 2047 GRP 500 36 4004 622 45 6855 703 51 8742 756 55 9993

2000 2047 stainless steel 500 36 6097 622 45 8951 703 51 10840 756 55 12093

2160 2160 GRP 556 38 4107 685 47 7123 785 54 9443 841 58 10764

2160 2160 stainless steel 556 38 7393 685 47 10405 785 54 12729 841 58 14050

2200 2250 GRP 595 39 4934 745 49 8419 848 56 10840 907 60 12216

2200 2250 stainless steel 595 39 7794 745 49 11283 848 56 13706 907 60 15083

2400 2400 GRP 683 42 6008 842 52 9722 968 60 12669 1031 64 14135

2400 2453 GRP 716 43 6345 879 53 10148 1008 61 13167 1089 66 15043

2555 2555 GRP 780 45 7206 949 55 11165 1101 64 14700 1168 68 16263

3000 2999 GRP 1059 52 6806 1318 65 12850 1495 74 17002 1613 80 19756

3270 3270 GRP

3600 3600 GRP

* The allowable insertion force Fmax [kN] corresponds to a safety factor of 1.75 of the maximum force calculated.

Wall thicknesses and pipe masses are minimum values or guidelines (plus tolerances).

Relining Pipes DN 1535 - 3600

SN 5000 SN 10000 SN 16000 SN 20000

Allowable insertion force for pipes with flush couplings:

On request

GRP sleeve Stainless steel coupling (FS)

Relining pipes are available with flush GRP sleeve or stainless steel coupling (FS). Alternatively, relining pipes can be supplied as
standard pipes with FWC Couplings, see A01. The standard pipe length is 6 m, shorter lengths are available on request.

A03

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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DN DNTh* A BL DN DNTh* A BL
B / H [mm] [m²] [m] B / H [mm] [m²] [m]

1600 / 1600 1600 2,011 3,0 1360 / 1570 1469 1,596 2,0

1800 / 1800 1798 2,539 3,0 2680 / 2590 2618 5,170 2,3

DN DNTh* A BL DN DNTh* A BL
B / H [mm] [m²] [m] B / H [mm] [m²] [m]

480 / 800 649 0,290 2,5 300 / 500 409 0,120 2,5

510 / 810 672 0,320 2,5 400 / 600 505 0,180 2,5

400 / 1000 752 0,310 2,5 500 / 750 632 0,290 2,5

750 / 1500 1182 0,920 2,5 600 / 900 757 0,410 2,5

1100 / 1400 1271 1,220 3,0 680 / 1050 873 0,540 3,0

1080 / 1650 1375 1,350 2,5 800 / 1200 1010 0,740 2,5

1600 / 1800 1721 2,310 2,5 900 / 1350 1136 0,930 2,5

1000 / 1500 1262 1,150 2,5

1200 / 1800 1515 1,650 3,0

1400 / 2100 1767 2,250 3,0

* theoretical diameter

NC Line (extract)

Other shapes available on request.

Extract from the range of non-circular cross-sections that can be supplied for rehabilitation and new installations to
customer specifications.

A04
G

R
A

V
ITY

PIPES

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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de [mm] e [mm] Fmax* [kN] Fmax* [kN] m [kg/m] SN [N/m²]

min 19 204  - 32 320000

max 24 297  - 40 640000

min 20 273  - 40 200000

max 28 452  - 55 640000

min 19 297  - 45 128000

max 32 638  - 73 640000

19 315  - 48 100000

34 736 647 83 640000

max 39 868 779 94 1000000

19 342  - 51 100000

34 7985 696 89 640000

max 39 938 839 101 1000000

21 449  - 64 80000

41 1120 1015 120 640000

max 46 1278 1173 133 1000000

20 434  - 645 64000

35 974 864 109 320000

max 48 1412 1302 145 1000000

20 459  - 68 64000

36 1071 957 118 320000

max 51 1608 1492 163 1000000

20 484  - 70 40000

33 1006 893 113 200000

max 53 1755 1640 176 1000000

Wall thicknesses and pipe masses are minimum values or guidelines (plus tolerances).

* The allowable jacking force Fmax [kN] corresponds to a safety factor of 3.5 times the ultimate force according to ISO 25780.
Project-related static calculations can result in differing allowable jacking forces.

501

530

550

401

427

478

min

min

min

min

min

min

Jacking Pipes de 272 - 550

Stainless steel coupling
(FS)

GRP sleeve

Stainless steel coupling (FS)GRP sleeve

272

324

376

Production range of HOBAS Jacking Pipes with flush GRP sleeve or stainless steel coupling (FS). Wall thicknesses of the
individual pipe diameters can be produced within this range. In compliance with the required jacking forces, the optimal pipe
can be supplied this way. Please contact HOBAS for all relevant technical details.

The standard pipe length is 6 m, shorter lengths are available on request.

A05

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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de [mm] e [mm] Fmax* [kN] Fmax* [kN] m [kg/m] SN [N/m²]

21 583  - 82 40000

34 1172 1040 132 160000

max 58 2188 2055 216 1000000

21 613  - 87 32000

33 1191 1055 135 128000

max 62 2491 2352 244 1000000

23 733  - 105 32000

32 1215 1121 146 100000

max 68 3012 2915 295 1000000

24 800  - 115 32000

33 1305 1231 158 80000

max 72 3342 3263 327 1000000

25 964  - 132 32000

33 1456 1229 172 64000

max 78 4033 3802 387 1000000

27 1140  - 149 32000

35 1655 1407 192 64000

max 80 4362 4110 417 1000000

29 1302  - 172 32000

34 1649 1448 201 50000

max 77 4470 4265 436 640000

min 31 1497 1262 191 32000

max 80 4854 4615 471 640000

Wall thicknesses and pipe masses are minimum values or guidelines (plus tolerances).

616

650

718

752

Jacking Pipes de 616 - 960

GRP sleeve Stainless steel coupling (FS)

Production range of HOBAS Jacking Pipes with flush GRP sleeve or stainless steel coupling (FS). Wall thicknesses of the
individual pipe diameters can be produced within this range. In compliance with the required jacking forces, the optimal pipe
can be supplied this way. Please contact HOBAS for all relevant technical details.

The standard pipe length is 6 m, shorter lengths are available on request.

Stainless steel coupling
(FS)

GRP sleeve

min

min

min

min

820

860

* The allowable jacking force Fmax [kN] corresponds to a safety factor of 3.5 times the ultimate force according to ISO 25780.
Project-related static calculations can result in differing allowable jacking forces.

924

960

min

min

min

A05

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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de [mm] e [mm] Fmax* [kN] Fmax* [kN] m [kg/m] SN [N/m²]

min 34 1830 1585 223 32000

max 68 4366 4118 435 320000

min 35 2040 1717 246 32000

max 73 5079 4752 500 320000

min 40 2748 2289 315 32000

max 81 6415 5951 621 320000

min 41 2968 2434 336 32000

max 68 5520 4983 549 160000

min 44 3476 2825 380 32000

max 72 6252 5608 612 160000

min 46 3890 3150 423 32000

max 76 7076 6323 688 160000

min 48 4236 3476 462 32000

max 79 7669 6904 748 160000

min 48 3687 3548 474 32000

max 75 6771 6627 732 128000

min 52 4456 4218 548 32000

max 81 7976 7734 844 128000

min 55 5056 4381 609 32000

max 78 8009 7322 856 100000

min 59 6001 5224 700 32000

max 83 9295 8513 976 100000

Wall thicknesses and pipe masses are minimum values or guidelines (plus tolerances).

1434

Jacking Pipes de 1026 - 1842

GRP sleeve Stainless steel coupling (FS)

Production range of HOBAS Jacking Pipes with flush GRP sleeve or stainless steel coupling (FS). Wall thicknesses of the
individual pipe diameters can be produced within this range. In compliance with the required jacking forces, the optimal pipe
can be supplied this way. Please contact HOBAS for all relevant technical details.

The standard pipe length is 6 m, shorter lengths are available on request.

Stainless steel coupling
(FS)

GRP sleeve

1026

1099

1229

1280

1348

1499

1535

* The allowable jacking force Fmax [kN] corresponds to a safety factor of 3.5 times the ultimate force according to ISO 25780.
Project-related static calculations can result in differing allowable jacking forces.

1720

1638

1842

A05

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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de [mm] e [mm] Fmax* [kN] Fmax* [kN] m [kg/m] SN [N/m²]

min 62 6747 5325 774 32000

max 81 9501 8078 1005 80000

min 65 7601 6549 857 32000

max 85 10662 9606 1115 80000

min 69 8828 7185 962 32000

max 90 12216 10573 1246 80000

min 71 9422 7987 1030 32000

max 94 13292 11852 1355 80000

min 76  - 9251 1177 32000

max 100  - 13548 1538 80000

min 80  - 10127 1266 32000

max 102  - 14157 1604 80000

min 82  - 10846 1352 32000

max 106  - 15425 1747 80000

min 86  - 12278 1520 32000

max 114  - 18021 2017 80000

min 94  - 13548 1818 32000

max 127  - 20947 2443 80000

min 101  - 15535 2132 32000

max 126  - 21676 2650 645000

min 111  - 19774 2583 32000

max 138  - 27080 3199 64000

Wall thicknesses and pipe masses are minimum values or guidelines (plus tolerances).

Stainless steel coupling
(FS)

GRP sleeve

Jacking Pipes de 1937 - 3600

GRP sleeve Stainless steel coupling (FS)

Production range of HOBAS Jacking Pipes with flush GRP sleeve or stainless steel coupling (FS). Wall thicknesses of the
individual pipe diameters can be produced within this range. In compliance with the required jacking forces, the optimal pipe
can be supplied this way. Please contact HOBAS for all relevant technical details.

The standard pipe length is 6 m, shorter lengths are available on request.

* The allowable jacking force Fmax [kN] corresponds to a safety factor of 3.5 times the ultimate force according to ISO 25780.
Project-related static calculations can result in differing allowable jacking forces.

1937

2047

2160

2250

2400

2453

2555

2740

2999

3270

3600

A05

All figures quoted are values and may slightly vary due to manufacturing tolerances. The information and recommendations reflect the state of  knowledge at the time of publication. Therefore the
provided data cannot be construed as an express or implied warranty. All details must be checked and if necessary agreed to in each individual case. HOBAS cannot accept any liability. This also
applies to errors, omissions and changes to technical data without notice.
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de LC DEC min de LC DEC min
[mm] [mm] [mm] [mm] [mm] [mm]

150 168 173 186 1100 1099 230 1120 150 168 180 195

200 220 173 239 1200 1229 230 1252 200 220 180 250

250 272 173 291 1280 1280 230 1303 250 272 180 302

300 324 173 343 1350 1348 230 1372 300 324 180 354

350 376 173 394 1400 1434 230 1459

400 401 230 419 1500 1499 310 1524

400 427 230 445 1535 1535 310 1563

450 478 230 496 1600 1638 310 1664

500 501 230 518 1720 1720 310 1746

500 530 230 548 1800 1842 310 1870

550 550 230 568 1940 1937 310 1968

600 616 230 635 2000 2047 310 2075

650 650 230 668 2160 2160 310 2189

700 718 230 736 2200 2250 310 2282

750 752 230 770 2400 2400 310 2431

800 820 230 841 2400 2453 310 2487

860 860 230 880 2555 2555 310 2591

900 924 230 944 3000 2999 350 3050

960 960 230 980 3270 3270 350 3321

1000 1026 230 1047 3600 3600 350 3657

DC Coupling

FWC Coupling

DN DN

Standard Pipe Joints

DN

DC Coupling

de
[mm]

LC
[mm]

DEC min
[mm]

FWC Coupling

 The DC Coupling is used on smaller diameters. It consists of a GRP sleeve with EPDM sealing rings.

HOBAS Pipes are generally delivered with a pre-mounted coupling. The standard pipe joint is the FWC Coupling (FWC), consisting
of a GRP sleeve with a full-width rubber gasket seal (EPDM, NBR on request). FWC Couplings are available for all nominal pressure
ratings.
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de LC DEC de LC DEC PVC
[mm] [mm] [mm] [mm] [mm] [mm] DN

de
[mm] DN

150 168 110 190 1940 1937 210 1979 150 168 150 180

200 220 110 244 2000 2047 210 2149 200 220 200 180

250 272 110 295 2160 2160 210 2262 250 272 250 180

300 324 110 348 2200 2250 210 2352 300 324 300 180

350 376 140 434 2400 2400 210 2502

400 401 140 429 2400 2453 210 2555

400 427 140 485 2555 2555 310 2657

450 478 140 536 3000 2999 310 3101

500 501 140 523 3270 3270 410 3372

500 530 140 588 3600 3600 410 3702

550 550 140 572

600 616 140 674

650 650 140 678 de LC

700 718 140 776 [mm] [mm]

750 752 140 780 150 150-175 120

800 820 140 878 200 200-225 150

860 860 140 888 250 250-275 150

900 924 140 982 300 305-335 185

960 960 140 988 350 355-385 185

1000 1026 140 1084 400 405-430 185

1100 1099 210 1171 500 510-540 185

1200 1229 210 1301 600 590-620 185

1280 1280 210 1382

1350 1348 210 1390

1400 1434 210 1536

1500 1499 210 1601

1600 1638 210 1740

1720 1720 210 1822

1800 1842 210 1884

Source: Flexseal 2013

DN

DN

Source: Teekay 2013

GRP LC
[mm]

Sleeve Coupling: Coupling system by
e.g. FlexSeal for later assembly of
gravity pipes. Suitable for connecting
different pipe materials.

Special Couplings

DN

Sleeve CouplingMechanical Coupling Adapter Coupling

Mechanical Coupling: The mechanical coupling consists of a stainless steel
sleeve with a mechanical screw connection and a full-width rubber gasket
(EPDM, NBR on request). Couplings are supplied depending on availability. For
project-related dimensions, please consult the HOBAS Application Engineering
Department in charge.

Adapter Coupling: The DC Coupling is
fitted to the PVC mat on one side. It can
thereby be used as GRP/PVC adapter
coupling.
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de R L R L R L R L R L R L R L

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm]

150 168 380 300 380 300 380 300 380 300 500 350 400 400 400 550

200 220 400 300 400 300 400 300 400 300 500 400 400 400 400 550

250 272 430 300 430 300 430 300 430 300 550 400 450 425 450 600

300 324 450 300 450 300 450 300 450 300 550 400 450 450 450 650

350 376 525 325 525 325 525 325 525 325 600 425 525 500 525 700

400 401 600 375 600 375 600 375 600 375 600 450 600 550 600 800

400 427 600 375 675 375 675 375 675 375 700 500 675 575 675 850

450 478 675 375 675 375 675 375 675 375 700 500 675 575 675 850

500 501 750 400 750 400 750 400 750 400 750 525 750 600 750 900

500 530 750 400 750 400 750 400 750 400 750 525 750 625 750 950

550 550 825 450 825 450 825 450 825 450 825 600 825 650 825 1000

600 616 900 450 900 450 900 450 900 450 900 600 900 700 900 1075

650 650 975 475 975 475 975 475 975 475 1000 650 975 750 975 1100

700 718 1050 475 1050 475 1050 475 1050 475 1050 650 1050 775 1050 1200

750 752 1125 500 1125 500 1125 500 1125 500 1125 700 1225 800 1225 1300

800 820 1200 525 1200 525 1200 525 1200 525 1200 700 1200 850 1200 1350

860 860 1290 550 1290 550 1290 550 1290 550 1290 725 1290 875 1290 1400

900 924 1350 550 1350 550 1350 550 1350 550 1350 725 1350 875 1350 1400

960 960 1440 575 1440 575 1440 575 1440 575 1440 750 1440 900 1440 1475

1000 1026 1270 575 1270 575 1270 575 1270 575 1270 750 1270 925 1270 1475

Sizes can be adapted to meet transport requirements. For project-related dimensions, please consult the HOBAS Application
Engineering Department in charge.

Tolerances to HOBAS Product Certificates.

DN

Installation lengths for bends consisting of segments according to the specified standard classes. The bends can also be
supplied in project-related intermediate sizes.

Segments: 2 2 2 2 3 3 4

90°11,25° 15°

Bends DN 150 - 1000

Angle ʰ*:

* For intermediate sizes, the data of the respective next higher standard class apply.

61° - 90°31° - 60°1° - 30°

60°22,5° 30° 45°

C01
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